
潜水搅拌机
Submersible Mixer
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贝特技术 专注环保
BEITE TECHNOLOGY DEDICATED TO ENVIRONMENTAL PROTECTION

QJB型潜水搅拌机
QJ B Type Submersible Mixer

产品介绍 Product Desciption

QJB型潜水搅拌机作为水处理工艺中的关键设备之一， 在水处理工艺流程中， 可实现生化过程中固液二相流和固
液气三相流的均质、 流动的工艺要求。 它由潜水电机、 叶轮和安装系统等组成。 潜水搅拌机为直联式结构。 具有结构
紧凑、 能耗低、 便于维护保养等优点。 叶轮经过精铸或冲压成型，精度高、 推力大、 流线型造型简洁美观， 且具有防
缠绕功能。 该系列产品适用于需要固液搅拌、 混合的场所 。

QJB type Submersible Mixer, a key equipment used in the water treatment technology, can meet the technological

requirement for homogeneity and fuidity of solid  liquid two-phase flow and solid-liquid-gas three phase How in biochemical
course of the water teatment process. it is composed of the submersible motor, impeller, and installation system etc.. The
s ubmersible mixer is in direct connection structure. Comparing with the traditional high-power electric motor that retards speed

by a speed reducer, it is highlighted by compact structure, low energy consumplion, facile maintenance. The impeller
shaped by finishing casting or punching,which has high precision, foreeful thrust as well as simple, nice-looking and
streamlined profling. The series of products are applicable to the places that requires for solid-liquid agitating or mixing. The
schematic drawing of the structure is shown as follows:

两道独立的机械密封， 保证潜水
电机长期可靠运行
The two rows of independent
mechanical sealing ensure the
long-

tern and reliable operation of
the submersible motor

高质量进口一次性润滑轴承， 设 计使用寿命
100,000小时

独特的电缆密封设计， 排除了电缆漏水的
隐患

The imported high-quality one-time lubricated
bearings have the designed service life of 100,000
hours

The unique sealing designed for cables
avoids the hidden danger of water infitrating
to the cables.
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不锈钢、碳钢精铸或冲压
焊接叶轮，经优化设计叶
片呈后掠式，效 率高，具
有自洁功能
The stainless steel and
carbon steel finishing-

cast welded impeller has
sweptback vanes after
optimized design, resulted
in high eficiency and self-

cleaning function

内部设有泄漏传感器和定
子绕组超温保护报警装置电机轴采用不锈钢材质， 转子经动平衡检测，

运转平稳 The leakage sensor and
winding stator over-
temperature alarning device
are in built.

The shaft of the motor uses stainless steel material.
The rotors are rotated smoothly after dynamic
balancing testing.
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